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Abstract : This paper proposes a new efficient fractal coding scheme for video sequences and 
demonstrates its computer simulation results. The proposed scheme combines fractal coding with 
motion compensation (MC) prediction and sub-band decomposition. MC prediction with variable MC 
block size is carried out for an input video sequence. An MC prediction error image is divided into 7 
sub-band images. The fractal block coding with adaptive range block size is performed only for the 
lowest frequency sub-band image. On the other hand， scalar quantization and entropy coding are 
carried out for the other 6 sub七andimages. The computer simulation results show that the proposed 
coding scheme attains higher SNR (Signal-to-Noise Ratio) values and better reconstructed image 











































2 . 1 MC予灘の基本アルゴリズム

















































































換では 00，900， 1800， 2700の4種類の回転変換および00，
450， 900， 1350方向の中心軸に対する鏡像変換を行う。表 1
に回転・鏡像変換パターン Po~ P7を示す。
ぷ=」τ土 (R11・D¥j-R+ D')2 (2) 
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図 11 復号画像のSNRとピットレート
図 11において点A、点B、点Cで符号化を行ったとき





Bit Rate : O.52[bpp] SNR: 34.18[dB] 
図 13 固定ブロックサイズMC予測
サブ、バンド・フラクタノレ符号化の再生画像




Bit Rate : O.54[bpp] SNR : 32.08[dB] 
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図 15 連続フレーム符号化における SNR
図 16 MPEG 1 (1500kbps)の第四フレームの再生画像
SNR : 25.33[dB] 
図 17 提案方式の第四フレームの再生画像
SNR: 25.78[dB] 
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